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	 Precautions before use
WARNING. Read all the safety warnings and all the instructions. Failing to 
heed warnings and follow instructions may lead to an electric shock, a fire and/
or serious injury.

Keep all warnings and instructions for future reference. The term “tools” in the 
warnings refers to your battery-powered electric tool (with power cord), or your tool 
operating on a battery (without power cord).

	 Personal protection equipment

Read the instructions for use carefully, especially the safety instructions

The wearing of a hard hat, eye and ear protection is MANDATORY

Hand protection using cut-prevention work gloves

Foot protection using safety footwear

Face protection using a visor

Body protection using cut protection overalls

IMPORTANT! Extensions can be made of conductive materials. Do not use near 
sources of electricity or electric wires

	 Protection of the environment
Observe all country-specific waste disposal rules and regulations.

> Power tools must not be disposed of with household refuse.

> The device, accessories and packaging must be taken to a recycling center. 

> Ask the approved INFACO Dealer for up-to-date information on the eco-
compatible elimination of waste.
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	 General product view
Box contents: 

•	 2 comb supports
•	 12 rods * (including 2 extra) - ref. EB350
•	 1 size 10 mixed wrench - ref. CLEMIXTE10
•	 Manual

Static or telescopic pole

Vibrating head

Right 
comb

Left comb

Handle

* only 10 rods if the machine has the 8-rod head option

	 Specifications

Reference V5000ACF V5000ACT
Rated power supply 48 VDC

Maximum power 900W

Compatible battery

 

820Wh battery - L850B

Weight 2200 g / 4 lb 13 oz 2700 g / 5 lb 15 oz

Length
2.20 m / 6.feet 6 

inches

2.18 to 3.20 m / 6 
feet 6 inches to 10 
feet and 6 inches

Machine speed 1020 beats / min

These specifications are given as an indication only. Under no circumstances may they be considered as 
contractually binding.They are subject to modification without prior notice in the interests of product 
development. Patented equipment.
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	 User guide
First use

The first time you use the equipment, we strongly recommend you to ask the advice 
of your dealer, who is qualified to give you all the advice you need for correct use and 
good output. It is imperative to carefully read the tool and accessory user manuals before 
handling or powering up the tool.

Fitting the combs

Please ask your dealer for advice on fitting the combs. Incorrect assembly can 
cause wear on the combs or rods.

Rod mounting on right comb Rod mounting on left comb

Using the INFACO E710 screwdriver is strongly recommended to avoid damaging 
the tightening tips.

screwdriver ref. 
E710
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Comb lubrication in the drive area during initial assembly:

Class 2 grease
ref. NLGI2

Mounting on right comb head Mounting on left comb head

1 3

2
4

  wrench ref. CLEMIXTE10
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Installation and connection

Only use INFACO brand reference LB850B batteries with a 48 Volt power supply. 

Any use with batteries other than INFACO compatible batteries may lead to 
damage. The warranty on the motorized handle will be void if batteries other than 
those manufactured by INFACO are used.

In wet weather, it is imperative to carry the battery vest under waterproof clothing 
to keep the battery unit protected from the damp. 

1.	  Connect the battery

2.	 Connect the power cable

3.	 Switch on: ON/OFF button
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	 Telescopic pole adjustment
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	 Precautions for use and safety
Electronic protection system: 

•	 Do not start the tool in the locked position;

•	 As soon as the tool jams due to excessive resistance, the electronic system stops the 
motor then restarts automatically after a short pause;

•	 As long as the resistance persists, the tool will stop and automatically restart 5 times. 
After those 5 times, the tool stops completely and must be restarted: see the "User 
guide" section;

•	 If the tool continues to jam despite the absence of resistance, contact the distributor 
for a post-sales return.

Thermal protection:

•	 The tool has an electronic system that stops the machine if the temperature becomes 
too high;

•	 After a shutdown and if there is no automatic restart, the user must restart the tool: 
see the "User guide" section. If the tool only restarts after a few seconds, the machine 
has exceeded its temperature threshold;

•	 If the machine goes into thermal safety mode too often, we recommend that you 
contact your dealer for a possible after-sales service return.

IMPORTANT: 

Do not touch the aluminum surface of the harvesting head 
while the machine is in use, as it may be hot. We recommend 
using protective gloves when working on this part.

We also advise keeping the tool’s protective packaging for possible post sales returns.

For the transport, storage, servicing, maintenance of the tool, or any other 
operations not related to tool function operations, it is imperative to disconnect 
the machine.
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	 Servicing and maintenance

All operations must be carried out with the tool 
disconnected from all power sources. 

Adapt the servicing frequencies to your tool use:

•	 Occasional use, space the frequencies more; 
•	 Intensive use, increase the frequency.
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Complete machine

Visual inspection of its 
condition

Cleaning

Check the overall unit and all 
the screwing points

Check by the dealer

Comb fixing Gap check

Combs Lubrication check

Carbon rods

Visual inspection of its 
condition

Replacement

Vibrating head

Comb gap check

Head tightening check

Check by the dealer

Power cord
Visual inspection of its 
condition

Offset
Visual inspection of its 
condition

Vest
Visual inspection of its 
condition

Handle
Visual inspection of its 
condition
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Lubrication and cleaning

Use INFACO grease gun ref 952P (pump) + 952G (grease cartridge).

Weekly lubrication: grease the comb drive area once a week using the grease points on 
the left comb.

Class 2 grease
ref. NLGI2

•	 Greasing the 8-rod head option machine: the upper comb (left comb) must be 
removed to grease the drive area (see next section).

•	 Once every season, clean the comb drive area.

Comb drive zone

(for 8-rod option machine greasing 
and cleaning)
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	 Troubleshooting

Disruptions Causes Solutions

Significant 
abnormal 
vibrations

Incorrect comb 
assembly

Refit the comb by following the procedure 
and contact the dealer if necessary

Incorrect comb 
tightening

Re-tighten the comb by following the 
procedure

Incorrect rod tightening
Re-tighten the rods by following the 
procedure

Incorrect head 
tightening

Check the head tightening points and re-
tighten if necessary

Incorrect handle 
tightening

Check the handle tightening points and re-
tighten them if necessary

Rod wear
Check the rod play and damage. If 
necessary, contact your dealer

Broken carbon 
rod

Wear Replace the broken and/or worn rod

The machine
will not start

Battery discharged Recharge the battery

No power supply Reconnect it

Other Contact your dealer

Short machine 
stoppages

Too much pressure on 
the branches

Use a top to bottom comb movement on 
the tree

Battery discharged Recharge the battery

Machine 
stoppage

Board overheating

Switch to OFF then ON. If the machine 
stops again, let it cool for a few minutes, 
then try again. If the problem persists, 
contact the dealer.

Successive jams

If the machine does not restart after several 
successive jams, switch OFF and then back 
ON. If the problem persists, contact the 
dealer.

Weakened behavior 
due to loss of 
calibration or a 
mechanical problem

Contact the dealer
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	 Advice
Keep your work environment tidy to reduce the risk of accidents

Take into account the work environment. Do not expose electric tools to rain. Do not 
use electric tools in a damp or wet environment. Make sure the lighting is optimal and 
sufficient. Do not use electric tools near inflammable liquids or gases. 

Protect yourself from electric shocks. Avoid bodily contact with grounded surfaces such 
as battery chargers, electric multi-plugs, etc.

Keep away from children! Do not allow third parties to touch the tool or cable.

Store your tools in a safe location.  When not in use, tools must be stored in a dry, 
locked location in their original packaging and out of the reach of children.

Wear suitable work clothing. Do not wear loose-fitting clothing or jewelery. It could be 
caught up in moving parts. When working in the open air, wearing rubber gloves and non-
slip sole footwear is recommended. If your hair is long, wear a hair net.

Wear protective eye-wear. Also wear a mask if the work being carried out generates 
dust.

Protect the power cord. Do not carry the tool using its cord and do not pull on the cord 
to disconnect it from the socket. Protect the cord from heat, oil and sharp edges.

Maintain your tools carefully. Regularly check the plug and power cord condition and, 
if they are damaged, have them replaced by an approved repairer. Keep your tool dry and 
free of oil.

Remove the tool keys. Before starting the machine, make sure the keys and adjustment 
tools have been removed.

Check your tool for damage. Before reusing the tool, carefully check that the safety 
systems or slightly damaged parts are in perfect working order. 

Have your tool repaired by an approved repairer. This tool is compliant with applicable 
safety rules. All repairs must be carried out by a specialist and only using original parts, 
failure to do so could result in serious risks to user safety.
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	 Safety instructions
Work area safety

Keep work area clean and well lit. Cluttered or dark areas invite accidents.

Do not operate power tools in explosive atmospheres, such as in the presence of flammable 
liquids, gases or dust. Power tools create sparks which may ignite the dust or fumes.

Keep children and bystanders away while operating a power tool. Distractions can cause 
you to lose control.

When working at height, use appropriate and adapted resources (scaffolding, platform, etc.).

Electrical safety

Power tool plugs must match the outlet. Never modify the plug in any way. Do not use 
any adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching 
outlets will reduce risk of electric shock.

Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges 
and refrigerators. There is an increased risk of electric shock if your body is earthed or 
grounded.

Do not expose power tools to rain or wet conditions. Water entering a power tool will 
increase the risk of electric shock.

Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power 
tool. Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled 
cords increase the risk of electric shock.

When operating a power tool outdoors, use an extension cord suitable for outdoor use. 
Use of a cord suitable for outdoor use reduces the risk of electric shock.

If operating a power tool in a damp location is unavoidable, use a residual current device 
(RCD) protected supply. Use of an RCD reduces the risk of electric shock.

If one of the cords is defective or damaged, it must be replaced with a genuine cable or 
assembly from the INFACO factory or from an approved INFACO dealer.

Do not expose the battery or the charger to high temperatures (sun, heating, etc.) above 
60°C / 140°F. Do not charge the battery at temperatures below 0°C / 32°F or above 40°C 
/104°F.

Do not charge the battery near flammable or explosive materials (fuel, gas, nitrogenated 
fertilisers, etc.).

Never leave to charge for extended periods without surveillance.

Personal safety

Stay alert, watch what you are doing and use common sense when operating a power 
tool. Do not use a power tool while you are tired or under the influence of drugs, alcohol 
or medication. A moment of inattention while operating power tools may result in serious 
personal injury.
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Use personal protective equipment. Always wear eye protection. Protective equipment such 
as dust mask, non-skid safety shoes, hard hat, or hearing protection used for appropriate 
conditions will reduce personal injuries.

Prevent unintentional starting. Ensure the switch is in the off-position before connecting 
to power source and/or battery pack, picking up or carrying the tool. Carrying power tools 
with your finger on the switch or energising power tools that have the switch on invites 
accidents.

Remove any adjusting key or wrench before turning the power tool on. A wrench or a key 
left attached to a rotating part of the power tool may result in personal injury. 

Do not overreach. Keep proper footing and balance at all times. This enables better control 
of the power tool in unexpected situations.

Dress properly. Do not wear loose clothing or jewellery. Keep your hair, clothing and gloves 
away from moving parts. Loose clothes, jewellery or long hair can be caught in moving 
parts.

If devices are provided for the connection of dust extraction and collection facilities, ensure 
these are connected and properly used. Use of dust collection can reduce dust-related 
hazards.

When the machine is in use, always keep the hands well away from the work zone. Do 
not work with the product if you are tired or have any disorder that could impair your 
concentration.  

The device is not designed to be used by persons (including children) with reduced physical, 
sensory or intellectual capacities, or by any person who does not have experience or 
knowledge, unless they have received prior training or instructions on the use of the device 
from a person in charge of their safety

To reduce health risks, INFACO recommends that people wearing a pacemaker should 
consult a doctor and the pacemaker manufacturer before using this system.

Power tool use and care

Do not force the power tool. Use the correct power tool for your application. The correct 
power tool will do the job better and safer at the rate for which it was designed.

Do not use the power tool if the switch does not turn it on and off. Any power tool that 
cannot be controlled with the switch is dangerous and must be repaired.

Disconnect the plug from the power source and/or the battery pack from the power 
tool before making any adjustments, changing accessories, or storing power tools. Such 
preventive safety measures reduce the risk of starting the power tool accidentally.

Store idle power tools out of the reach of children and do not allow persons unfamiliar 
with the power tool or these instructions to operate the power tool. Power tools are 
dangerous in the hands of untrained users.

Maintain power tools. Check for misalignment or binding of moving parts, breakage of 
parts and any other condition that may affect the power tool’s operation. If damaged, 
have the power tool repaired before use. Many accidents are caused by poorly maintained 
power tools.
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Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting 
edges are less likely to bind and are easier to control.

Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the 
power tool for operations different from those intended could result in a hazardous 
situation.

Battery tool use and care

Recharge only with the charger specified by the manufacturer. A charger that is suitable for 
one type of battery pack may create a risk of fire when used with another battery pack.

Use power tools only with specifically designated battery packs. Use of any other battery 
packs may create a risk of injury and fire.

When battery pack is not in use, keep it away from other metal objects, like paper clips, 
coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact 
accidentally occurs, flush with water. If liquid contacts eyes, additionally seek medical help. 
Liquid ejected from the battery may cause irritation or

Do not charge the battery near flammable or explosive materials (fuel, gas, nitrogenated 
fertilisers, etc.).

Never leave to charge for extended periods without surveillance.

Service

Have your power tool serviced by a qualified repair person using only identical replacement 
parts. This will ensure that the safety of the power tool is maintained.

Outside operations related to the use of the tool, your tool and its accessories must be 
disconnected and stored in their respective packaging.

Important: when the machine is not in use (storage, transport, end of charge, etc.) the battery 
must be disconnected.

It is imperative to disconnect the product from the battery for the following operations:
•	 Servicing and maintenance
•	 Battery charging.
•	 Transport and storage.

Never try to open the battery for any reason.

Do not carry out mechanical alterations to the battery, the vest, the charger or the 
connections. Never let the battery or charger come into contact with water.

Do not use chemicals to clean the machine (product, cords, batteries and charger).

INFACO declines all liability for injuries and/or material damage caused by the use of equipment 
containing defective parts.
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	 Warranty declaration
This tool has a two-year warrantyprovided the purchase is registered within three 
months. After that period, the warranty is limited to one year.

This warranty declaration can be made online at www.infaco.com, using 
the QR code opposite , or using the form to be returned on the following 
page (outside France, the warranty declaration must be made online).

Do not hesitate to ask your approved INFACO dealer for assistance in completing your 
INFACO manufacturer's warranty declaration.

	 Warranty conditions
Your tool can have a two-year warranty for manufacturing defects or faults.

The warranty applies to the normal use of the tool and does not cover:
•	 damage due to poor maintenance or lack of maintenance;
•	 damage due to incorrect use;
•	 wear parts;
•	 tools that have been taken apart by unauthorized repairers,
•	 external factors (fire, flood, lightning, etc.);
•	 impacts and their consequences;
•	 Tools used with a battery or charger other than those of the INFACO brand.

The warranty is only applicable when the declaration has been made to INFACO (warranty 
card or online declaration on www.infaco.com).

If the warranty declaration was not made when the tool was purchased, the factory 
departure date will be used as the warranty start date.

The warranty covers factory labor but not necessarily dealer labor. The repair or 
replacement during the warranty period does not extend or renew the initial warranty.
All failings regarding the storage and safety instructions will void the manufacturer’s warranty.

Under no circumstances can the warranty entitle to compensation for any immobilization of the 
equipment during the time required for its repair.

All work carried out by a person other than approved INFACO agents will cancel the tool warranty.

We strongly recommend INFACO tool users to contact the dealer who sold them the tool in the 
event of a failure.

To avoid all disputes, please note the following procedure:
•	 All tools covered by the warranty must be sent carriage paid and will be 

returned at INFACO's expense;
•	 Send any tool not covered by the warranty carriage paid, it will be returned 

cash on delivery;
•	 If the cost of the repair were to exceed € 80 excluding tax, INFACO will send 

a quotation.
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dealer part
Part to be kept by the dealer. 

Serial number > ..............................................  Ref > ........................................................

Surname > ........................................................................................................................

First Name > .....................................................................................................................

Company name > .............................................................................................................

Full address > ....................................................................................................................

.........................................................................................................................................

Town/city > .......................................................................................................................

Zip code ............................................................  
customer signature

Phone number > ...............................................

Purchase date > ............. / .............  / .................

Comments > .....................................................

additional part
To validate the warranty, IMMEDIATELY DECLARE YOUR WARRANTY ONLINE ON: 
www.infaco.com, AS SOON AS YOUR PURCHASE IS COMPLETE, or fill in this form in 
BLOCK CAPITALS and return it. 

Surname > ......................................................  First name > .............................................

Company name > .............................................................................................................

Full address > ....................................................................................................................

.........................................................................................................................................

Town/city > .....................................................  Zip code > ................................................

Phone number > .............................................

Email > ...........................................................

Purchase date > ............. / .............  / ...............

Serial number > - Ref > ...................................

Comments > ...................................................

 Arboriculture	   Oil growing

 Wine growing	   Parks and gardens

Dealer’s stamp
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Dealer

dealer

to be kept by the dealer for the 

INFACO customer file



Manufacturer > INFACO S.A.S. - 81140 CAHUZAC-SUR-VÈRE (FRANCE)

Type > CROSSED ALTERNATING OLIVE VIBRATOR

Ref > V5000ACF / V5000ACT

Weight > V5000ACF 2200g / 14 lb 14 oz / V5000ACT 2700g / 5 lb 14 oz 

Maximum power > 900 W

Battery rated voltage > 48 Volts

These specifications are given as an indication only. Under no circumstances may they be 
considered as contractually binding.They are subject to modification without prior notice in 
the interests of product development.

	 Technical information

or After-sales

INFACO S.A.S.

Bois de Roziès

81140 CAHUZAC-SUR VERE France

Phone: (+33) 05 63 33 91 49 - Fax: (+33) 05 63 33 95 57

Email: contact@infaco.fr

Technical videos available on the web site: www.infaco.com

Equipment manufactured
in France



	 Déclaration de conformité CE
DECLARATION OF CONFORMITY (CE) / Declaración de conformidad CE

INFACO s.a.s. déclare que le matériel neuf désigné ci-après :
INFACO S.A.S. declares that the new equipment designated below:

INFACO s.a.s. declara que el material nuevo designado a continuación: 

De marque Brand name / De marca > INFACO	 Model Model / Modelo > V5000ACF / V5000ACT

N° de série Serial Number / N° de serie > 

Année de fabrication Year of manufacture / Año de fabricación >

Est conforme aux dispositifs des directives :
Complies with the provisions of the directives for / Cumple con las disposiciones de las directivass:

•	 « Machines » (directive 2006/42/CEE) "Appliances" (directive 2006/42/CEE) / “Máquinas” (Directiva 2006/42CEE) 

•	 « Émissions sonores machines utilisées en extérieur » directive 2000/14/CE (arrêté du 18 mars 
2002) modifiée par la 2005/88/CE (arrêté du 22 mai 2006). Directive 200/14/EC « on the noise emission 
by equipment for use outdoors » (order of 18 march 2002) modified by the directive 2005/88/EC (order of 22 may 2006). / 
“Emisiones sonoras de máquinas utilizadas al exterior” Directiva 2000/14/CE (Decreto del 18 de marzo de 2002) modificada 
por la 2005/88/CE (Decreto del 22 de mayo de 2006).

V5000ACF / V5000ACT

Niveau de pression acoustique pondéré A au poste de travail, LpA (NF EN 60745-1-11 : 2009)	 69 dB(A)
A-weighted sound pressure level at the workstation, LpA / Nivel de presión acústica ponderada A en el puesto de trabajo, LpA

Incertitude Uncertainty / ncertidumbre	 KpA  3 dB(A)

Valeur mesurée d’émission vibratoire, ah (NF EN 12096)	 1,5 m/s²
Measured value of vibratory emission, ah / Valor medido de emisión vibratoria, ah

Incertitude Uncertainty / ncertidumbre 	 1,9 m/s2

•	 La personne autorisée à constituer le dossier technique au sein d’INFACO est M. ALVAREZ Grégory.
The person authorised to compile the technical file with in the company INFACO is Mr. Gregory ALVAREZ. / La persona 
autorizada para elaborar el documento técnico dentro de INFACO es el Sr. ÁLVAREZ.

Fait à Signed in / Hecho en > CAHUZAC SUR VERE	 LE Date l datum > 01/04/2025

M. DELMAS Davy, Président de la Société INFACO	 Signature
INFACO Managing Director / Presidente de la Sociedad INFACO	 Firma

	

INFACO s’engage à fournir aux autorités nationales les informations pertinentes concernant la machine. / INFACO 
under takes to provide national authorities with all relevant information concerning the machine. / INFACO se compromete a 
proporcionar a las autoridades nacionales la información pertinente relativa a la máquina.
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